
Text
 DN13 F1/2XCF1/2 （BRAIDED HOSE）

Text
 1

Text
 2

Text
 NO PLATING

Text
 AISI304

Text
 1

Text
 NICKEL PLATED

Text
 SAND POLISHED,NICKEL PLATED

Text
 Ø19x21

Text
 2

Text
 2

Text
 EPDM

Text
 0506030006

Text
 0502030191

Text
 0501030127

Text
 0304010140

Text
 0303010010

Text
 CW617N

Text
 CW617N

Text
 CW617N

Text
 Ø0.20，8 lines

Text
 304

Text
 PEX

Text
 0301020015

Text
 CORRUGATED,CERTIFIED

Text
 1

Text
 ELBOW

Text
 NUT

Text
 FERRULE

Text
 GASKET

Text
 INNER TUBE

Text
 SST WIRE

Text
 2

Text
 3

Text
 4

Text
 5

Text
 6

Text
 7

Text
 DRAWN

Text
 CHECKED

Text
 APPROVED

Text
 NO.

Text
 DRAWING NO.

Text
 SPECIFICATION

Text
 MATERIAL

Text
 REMARK

Text
 QTY

Text
 PARTS

Text
 INSERT

Text
 10TH JUNE 2020

Text
 DATE

Text
 Ø12xG1/2"

Text
 G1/2"

Text
 Ø12xG1/2"

Text
 Ø18.5xØ12.5x2

Text
 Ø16xØ12.5

Text
 0307010003

Text
 BLACK

Text
 NO PLATING

Text
 L +10 -0 mm

Text
 G1/2"

Text
 Ø10

Text
 SW23

Text
 Ø17±0.3

Text
 12

Text
 Ø15.5±0.2

Text
 SD   DVGW KTW-A W270 DN13 70℃ 1.0MPa 06/2020

Text
 ROUND,PRINT： SD   DVGW KTW-A W270 DN13 70℃ 1.0MPa 06/2020

Text
 SD   DVGW KTW-A W270 DN13 70℃ 1.0MPa 06/2020

Text
 2

Text
 3

Text
 4

Text
 4

Text
 5

Text
 6

Text
 7

Text
 12

Text
 G1/2"

Text
 31

Text
 35

Text
 5

Text
 1

Text
 2

Text
 Ø10

Text
 Ø26.3

Text
 Ø18

Text
 Ø18

Text
 12

Text
 IPG

Text
 8901919

Text
 0602010550074

Text
 300

Text
 IPG NO.

Text
 SD NO.

Text
 LENGTH

Text
 8901920

Text
 0602010550075

Text
 500

Text
 8901921

Text
 0602010550076

Text
 800

Text
 8901922

Text
 0602010550077

Text
 1000

Text
 8901923

Text
 0602010550078

Text
 1500

Text
 8901924

Text
 0602010550079

Text
 2000

Text
 Technical requirements: 1: There is no burr, crack or broken wire on the surface of the steel wire 2.The tolerance conform to GB1804-79 level IT13 if unspecified 3.Working pressure:Max 0.6MPa 4.Working temperature:-20℃-70℃


